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Specifications

» Gas: Hydrogen & Helium

* Min Helium Detectable Leak
Rate: 2 x 10" atm-cc/sec

* Min Hydrogen Detectable Leak
Rate: 5 x 1077 atm-cc/sec

* Flow Rate: 300-3,000 sccm

* INFICON P3000/XL Emulation

* Built-In Calibrated Leak with
automated calibration routine.

VTI's Hydrogen and Helium Sniffer, the H2HS-PRO, is
engineered to provide a fast and reliable pinpoint leak
Testing solution for Automotive, Air Conditioning,
Refrigeration, Aerospace, and Medical product
manufacturing.

This rugged system is enclosed in a steel enclosure to
withstand tough industrial environments. The top of the
enclosure lifts off for easy access to internal components
when maintenance is needed. The H2HS-PRO is specifically designed for full-time sniffing
applications in demanding production environments. The ability to transfer quickly between
Hydrogen and Helium sniffing allows for flexibility in testing. With a user selectable flow rate
of 300 or 3,000 sccm, leaks can be easily and quickly found, even in hard to access areas.

The H2HS-PRO has the ability to be configured for manual sniffing or integration into a
control system to record leak rate data. This control system integration also provides the
access to remote online support from the engineers here at VTI.
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Why the VTI H2HS-PRO?

SMARTSTATION™

1 H2HS-PRO Hydrogen Helium Sniffer

When you buy a VTI H2HS-PRO, you are purchasing a complete, turn-key system — simply
plug in, calibrate, and start finding leaks. Other vendors may try to make the price of their
system appear to be lower by breaking out some of the necessary parts as additional line items.
The table below shows what you may be missing if you purchase a different mass
spectrometer-based sniffer system.

VTI H2HS-PRO INFICON XL3000Flex

Sniffer Probe

Included

Hydrogen Leak

Included and Internal

Helium Leak

Included and Internal

Automatic Calibration

Included

Ethernet Connectivity

Included

RS232 Connectivity

Included

Touchscreen Size

7.0"

P3000/P3000XL Emulation for
Seamless Integration

Yes

Ergonomics

Sloped cabinet face for easy
viewing and use

Probe Holder

Included

Weight

95 Ibs, including leak 83 Ibs, without leak

Remote Online Support

Available via TeamViewer

Built to Last

Robust steel enclosure and
designed with ease of
maintenance in mind

VTl is familiar with common difficulties faced by manufacturers and has designed the
H2HS-PRO with those difficulties in mind:

o The easy to view interface has an intuitive layout with configurable permissions so
operators, supervisors, and maintenance personnel can modify and view only the
options to which they have access.

e Alarge, easy to change air filter protects the H2HS-PRO from contaminants common in
most manufacturing environments.

e With VTI's easy to service design, downtime will be reduced as all major components
are accessible for maintenance and repair.
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